U.S. DEPARTMENT OF LABOR
Occupational Safety and Health Administration

Form Approved
OMB No. 44-R1387

o 2oaoos MATERIAL SAFETY DATA SHEET 20 o4l

_ Required under USDL Safety and Health Regulations for Ship Répai_rir;g,
Shipbuilding, and Shipbreaking (29 CFR 1915, 1916, 1917)

SECTION l

MANUFACTURER’'S NAME ' EMERGENCY TELEPHONE NO,
Essex Chemical Corp. Coast Pro-Seal Division (213) 636-0851

ADDRESS (Number, Street, City, State, and ZIF Code) .
19451 Susana Road, Compton, Californja 90221

CHEMICAL NAME AND SYNONYMS TRADE NAME AND SYNONYMS

Adhesive., MYLAR W/Acceleratar PRO-SEAL 501 ’ Accelerator
CHEMICAL AMILV v FORMULA

N/A , N/A

SECTION Il - HAZARDOUS INGREDIENTS

PAINTS, PRESERVATIVES, & SOLVENTS % (L1;r|:i\t,s) : ALLOYS AND METALLIC COATINGS % (Lki‘fs)
PIGMENTS ' BASE METAL
cataLysT Organic ‘Peroxide 20+25% | ALLovs
VEHICLE Epoxy resins 75+80% | METALLIC COATINGS
SOLVENTS g&zf?o%%T@é OR CORE FLUX
ADDITIVES OTHERS
OTHERS
HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES % (JnLi\(/s)
SECTION I - PHYSICAL DATA
BOILING POINT (°F.) N/A SPECIFIC GRAVITY (Hy0=1) 1
VAPOR PRESSURE (mm Hg.) N/A | 6¥Vorome oy TILE 0
VAPOR DENSITY (AIR=1) N/A :EVAPORATION RT;;': N/A
SOLUBILITY IN WATER Nil .
APPEARANCE AND 0DOR Viscous clear liquid ~ faintly sweet odor
SECTION IV - FIRE AND EXPLOSION HAZARD DATA
Uel

Over 200 deg. F open cup N/A |

FLASI—(C)POINT {Method used) FLAM'\?BLE LIMITS l Lel

EXTINGUISHING MEDIA . . .
Dry chemical, CO,, foam, water

SPECIAL FIRE FIGHTING PROCEDURES None

UNUSUAL FIRE AND EXPLOSION HAZARDS
: None
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SECTION V - HEALTH HAZARD DATA

THRESHOLD LIMIT VALUE ‘ )
Unknown

EFFECTS OF OVEREXPOSURE ] . , .
May cause irritation of Skin or mucous membranes

EMERGENCY AND FIRST AID PROCEDURES o -
Flush througly with water, soap if skin.

if accidently: ingested, give emetic and consult physician,

SECTION VI - REACTIVITY DATA

STABILITY UNSTABLE ° CONDITIONS TO AVOID

STABLE X
INCOMPATABILITY [Matorials o aroid)

High temperature.

Avoid strong reducing agents.

HAZARDOUS DECOMPOSITIQN PRODUCTS .
CO,, H,0 upon combusion.

CONDITIONS TO AVOID
HAZARDOUS MAY OCCUR

POLYMERIZATION

WILL NOT OCCUR X

SECTION VII - SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN [N CASE MATERIAL 1S RELEASED OR SPILLED

Clean up spillage with rags or sweeping compound and solvents.

WASTE DISPOSAL METHOD .
Preferably burn waste.

SECTION VIiI - SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION (Specify type)
In confined areas, cannister tvpe
VENTILATION LOCAL EXHAUST Recmmended SPECIAL
‘| MECHANICAL (General) OTHER

PROTECTIVE GLOVES EYE PROTECTION

Recommended : Recommended

OTHER PROTECTIVE EQUIPMENT

Coveralls, aprons

SECTION IX - SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING . . .
Avoid contact and ingestion. Store

below 80 deg. F

OTHER PRECAUTIONS
None
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